
Bluetooth Irrigation Controller with 
inline valve

Completely Waterproof IP - 68

Galcon 7101BT

7101BT



Pairing is required only once. After the initial pairing, 
the app. syncs automatically with the controller.
Follow these steps to pair your smartphone: Insert
appropriate batteries to the controller.
1. Download and install the 

Galcon BT application from
the stores or by scanning 
the barcode.

2. If the app prompts you to
turn on Bluetooth, tap OK
to confirm*. The welcome
screen is displayed.

3. Under unpaired timers, tap
the name of your controller’s
model. If no controller is
shown, tap scan for timers.

Pairing Your Smartphone
with Galcon Controllers

Please Note!
The pairing code will appear on the irrigation
controller screen for about 10 seconds only

* Enable location on your smartphone
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4. On the controller, a Bluetooth icon is displayed, 
followed by a 4-digit code.

5. Type in the pairing code and then tap ok. When the 
pairing is complete, the phone and the controller 
are connected, and the app screen is displayed.
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Troubleshooting
Check out the following options:
• Make sure you give permission to ‘Location 

Services’ when installing the app
• Make sure that ‘Location Services’ is turned on
• Go to the Bluetooth settings on the phone, and 

make sure the controller is in the list of devices
- If the controller does not appear in the list, 

restart the controller
- If the controller appears in the list, turn off and 

turn on Bluetooth on the phone
• Close the app (which will also not run in the 

background) and restart it
• If the controller appears in the app but is unable 

to connect, try connecting with another phone to 
identify the problem
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Resetting the controller

9001BT
Simultaneously press  for 5 seconds.

7101BT
Simultaneously press  for 5 seconds.

11000BT
Simultaneously press  for 5 seconds.

6100BT
Simultaneously press  for 5 seconds.

8000BT
Simultaneously press  for 5 seconds.
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Galcon has devloped irrigation controllers with a sensor 
connection.
One of the advanced programs in the system is the 
option to control the irrigation by using the preventing 
sensor. Preventing sensors are ones that prevent the 
operation of the system when the relevant conditions 
come to exist. For example, if the controller is connected 
to a rain sensor, irriation will operate as long as the 
sensor is dry. When it starts raining the sensor will 
immediately stop the irrigation from working and sensor 
light will show.

Different types of sensors can be installed: Rain sensor, 
Temperature sensor etc.
The sensor type must be N.C. (Normally closed).
To install:
1. Cut the yellow wire in the middle (do not strip the 
wires).
2. Join each yellow wire end to the sensor wire with the 
waterproof connector.

SENSOR  INSTALLATION

SENSOR

The controller is compatible with dry contact 
preventing sensor. Preventing sensors are ones 
that prevent the operation of  the system when 
the relevant conditions come to exist.
For example, if  the controller is connected to 
a rain sensor, irrigation will operate as long 
as the sensor is dry. When it starts raining the 
sensor will immediately stop the irrigation from 
working and sensor light will show.

SENSOR CONNECTION
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